




FR900 & Antenna

PRODUCT 
NAME AN950 T AN970 AN971

PHYSICAL

Dimensions  
(L x W x D)

132x 132x 18mm
5.2 x 5.2 x 0.7 in.

259 x 259 x 33.5mm
10.2 x 10.2 x 1.3 in.

575 x 260 x 33.5mm
22.6 x 10.2 x 1.3in.

Connectors
Type N, SMA
RP-TNC,RP-SMA
(Female)

MountingBracket VESA support VESA support VESA support

Weight 0.37 Kg / 0.82lb 1.0 Kg / 2.2lb 1.9kg / 4.2lb

Casing Aluminium withwhite  
plastic cover

Aluminium withwhite  
plastic cover UV Stable ASA,White

OPERATIONAL

Frequency Range 865MHz ~870MHz /
902 ~928MHz

865MHz ~868MHz /
902 ~928MHz

Gain 5.5dBic 9 dBic 9 dBic

VSWR
(Return Loss) 1.5:1 1.3:1 1.4:1

20 dB 20 dB

LHCP / RHCP

10 W 10 W

1dB typical 1       dB typical

Front to Back Ratio  8 dB

Polarization LHCP or  RHCP

3db Beam Width

Max Input Power 10 W

Axial Ratio 2 dB

ENVIRONMENTAL

Operating  
Temperatures

-30° C to +70° C /
-13° F to +158° F

-25° C to +70° C /
-13° F to +158° F

-25°C to +70°C /
-13°F to +158°F

Sealing IP67 IP54 IP67

Storage 
Temperatures

-40°C to +85°C /
-40°F to +185°F

-40°C to +70°C /
-40°F to +158°F 

-40°C to +80°C /
-40°F to +176°F

Vibration MIL-STD-810 IEC-68-2-6

Humidity IEC-68-2-30
MIL-Std 810G,  
METHOD507.5,
Procedure II- Aggravated

PRODUCT 
NAME AN950 AN970 AN971

Concept Mid Performance& 
Compact

High Performance& 
General Purpose

High Performance& 
Large Area

Warehouse
- Stocks Transition

(Fork lift)
- ConveyorsRetail

Back-room
- Inventory Management
- Gates

Used For

Warehouse
- Portals, Outdoor gates

Retail Back-room
- Inventory Management
- Gates

Warehouse
- Portals, Outdoor gates

Retail Back-room
- Inventory Management
- Gates
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Datasheet

N-type Female
2x or Configurable

Coax Pigtail, Rev TNC 
Male (others available)

MIL-Std 810G,  
METHOD507.5,
Procedure II- Aggravated

IEC-68-2-6

LHCP orRHCP

ANS960

Circular Polarized 
UHF ANTENNA

ANS980

Circular Polarized, 
High Gain ANTENNA 

Warehouse
- Portals, Outdoor gates

Retail Back-room

- Inventory Management
- Medical & Pharma
Application

ANS960

250 x 250 x 14 mm
9.85 x 9.85x 0.55in.

SMA Female side 
Connceter

VESA support

0.75kg / 1.6lb

865MHz ~868MHz /
902 ~928MHz

8.5 dBic

1.3:1

-20 dB

RHCP

68

3W

1    dB typical

-20°C to +55°C /
-4°F to +131°F

-30°C to +65°C/
-22°F to +149°F

IP67

MIL-STD-810G

ANS980

Warehouse
- Portals, Outdoor gates
- Shelving Appication

Laundry Application
Vehicle Tolling/Access

600 x 300 x 9 mm
25.56 x 14.16x 1.18in.

SMA Female side 
fly lead

VESA support

1.48kg / 3.3lb

865MHz ~868MHz /
902 ~928MHz

10.5 dBic

1.4:1

-25 dB

RHCP

25  in XZ / �����Û���L�Q���<�=

3W

2dB typical

-20°C to +55°C /
-4°F to +131°F

-30°C to +65°C/
-22°F to +149°F

IP54

Flame retardant ABS UV-Resistanct ABS

865MHz ~868MHz /
902 ~928MHz



FR900 & Antenna
FR900 Antennas' Radiation Patterns
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Datasheet

AN950

AN971

AN970

FCC ETSI

FCC(LHCP) FCC(RHCP)

FCC ETSI

ANS960

ETSI

ANS980

ETSI


